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北京皮姆斯化学有限公司（简称皮姆斯化学），前身为北京阿科玛化学，是由皮姆斯
集团全资控股的外商独资企业。

皮姆斯化学位于北京通州工业开发区，现有员工90人。企业主要生产用于PVC工业领域
的有机锡液体稳定剂和钙锌粉末稳定剂。产品行销至全中国并出口到韩国、日本及东
南亚地区。

公司通过了ISO9001认证，从原料到成品的质量控制体系确保了产品与国际质量水平
一致。

皮姆斯化学的产品（包含辛基锡、丁基锡、甲基锡和钙锌粉末稳定剂）应用广泛，可
用于软制品、硬制包装材料、PVC管材和型材、电线及电缆等领域。

公司以经验丰富的技术服务团队和设备精良的实验室为后盾，为客户在配方和加工工
艺等方面提供必要的技术支持。

北京皮姆斯化学有限公司PMC Beijing Chemical Co., Ltd.
PMC Beijing Chemical Co., Ltd., formerly known as Arkema Beijing Chemical Co., Ltd., is a 
foreign enterprise wholly owned by PMC Organometallix, Inc., a subsidiary of PMC Group, Inc.

Our plant is located in Beijing Tongzhou Industrial Zone, employing a staff of about 90 people.

Our manufacturing facilities are ISO-9001 certified. Our key customer base includes PVC 
product industries in both the domestic and international markets.

The company produces a wide range of organotin mercaptide stabilizers (butyltin, methyltin 
and octyl tin), as well as Calcium Zinc heat stabilizers for a variety of PVC applications, 
including: flexible PVC, rigid PVC packaging, pipe and profile, wire and cable.

PMC Beijing Chemical Co., Ltd. is committed to our customers to provide high quality 
products and the highest level of customer service. Our experienced technical service 
team, working from their well-equipped laboratory, continuously provides solutions for our 
customers.

二 三
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T190A
Excellent long-term stability enable to 
adapt to wide process condition that 
allow maximum alter extrusion velocity 
and processing parameter

Be able to pass REACH and ROHS 
recognition

220 kg plastic drum 
or tote

T890, T890C, T892H
Low odor, excellent initial color stability; 
Applicable for food and medical 
packaging, 

Be able to pass REACH and ROHS 
recognition; T892H received FDA 
approval

220 kg plastic drum 
or tote

T106A, T106H, T628, 
T626, T105

Outstanding external lubricity and initial 
color retention; provide high gloss for 
final products.

Be able to pass REACH and ROHS 
recognition; T626 received JHPA 
approval

220 kg plastic drum 
or tote

Packaging

Thermolite® Tin Stabilizers 
(T890, 890C, T892H, T190A, T106A, T106H, T628, T626, T105 etc.)

• Good initial color
• Excellent color retention
• Low odor
• Excellent transparency
• Ideal for all calendering processes especially for high  
   extrusion speed (high speed output)
• T890/T890C/T892H remarkably reducing easily oxidized  
   substances in medication sheet field

ROHS: Restriction of Hazardous Substances; JHPA: Japanese Hygienic PVC Association

ROHS是对有害物质的限制; JHPA是日本PVC卫生协会

Thermolite® Tin Stabilizers for Transparent PVC Articles  
(PVC Bottle, Film, Sheet)

用于透明制品（PVC瓶、薄膜、片材)

防热灵有机锡稳定剂
(T890, T890C, 892H, T190A, T106A, T106H, T628, T626, T105 等）

• 初期色泽好
• 色泽保持性好 
• 低气味
• 透明度高
• 尤其适合高速挤出的压延工艺

四 五

T190A
优秀的长期稳定性，能够适应范围宽
的加工条件，允许大范围的改变挤出
速率和加工参数来优化产品

可以通过 REACH, ROHS 法规认证
220 kg 塑桶/ 
吨桶

T890, T890C, T892H 低气味，初期稳定性优越，可以适合
各种食品，药品的加工应用

可以通过 REACH, ROHS 法规认
证;其中 T892H 通过 FDA认证

220 kg 塑桶/ 
吨桶

T106A, T106H, T628, 
T626, T105

出色的外部润滑性和出色的初期稳定
性；能够提高客户终端产品的光泽度

可以通过 REACH, ROHS 法规认
证; 其中 T626 通过 JHPA 认证

220 kg 塑桶/ 
吨桶

包 装

Thermolite® Description Approval

防热灵稳定剂 特 性 认 证
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Thermolite® Tin Stabilizers 
(T190A, T106A, T106H, T137, T105 etc.)

• Low cost
• High output
• Improved physical properties
• High gloss
• Relatively lower die swell
• Excellent weathering resistance

防热灵有机锡稳定剂
( 190A, 191A, T106A, T106H, T105 等)

• 用于生产绿色环保建材
• 配方成本相对较低
• 成材率高
• 物理性能优越表面光泽度高
• 离模膨胀率较低
• 优秀的耐候性

Thermolite® Tin Stabilizers for PVC Profile & Sheet 用于 PVC 型材、板材

六 七

T190A, T191A

Outstanding color stability for final  
product, thereby reducing 
dehydrochlorination phenomenon during 
extrusion; prevents black spots from 
occurring on the profile surface.

Able to pass REACH and ROHS 
recognition

220 kg plastic drum 
or tote

T106A, T106H

Can be used for producing high 
weathering resistance window profile; 
lower die swell and shrinkage make it 
ideal for higher extrusion rates and high 
quality product. 

Able to pass REACH and ROHS 
recognition

220 kg plastic drum 
or tote

Packaging

T190A, T191A

对制品具有很高的颜色稳定性，因此
减少因挤出加速而出现焦化的现象，
对型材挤出过程中产生黑线等缺点有
良好的抑制作用

可以通过 REACH, ROHS 法规认证 220 kg 塑桶/吨桶

T106A, T106H
对生产高耐候性的型材有很好的辅助
作用；较少挤出制品的离模膨胀；减
少挤出形变，降低挤出电流

可以通过 REACH, ROHS 法规认证 220 kg 塑桶/吨桶

包 装

ROHS: Restriction of Hazardous Substances; JHPA: Japanese Hygienic PVC Association 

ROHS是对有害物质的限制; JHPA是日本PVC卫生协会

Thermolite® Description Approval

防热灵稳定剂 特 性 认 证
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Thermolite® Tin Stabilizers for PVC & CPVC Pipe 用于PVC, CPVC管材

Thermolite® Tin Stabilizers  
(T178, T678, T637, T31S Series)

• Lead free, non-toxic
• Low dosage
• High gloss
• Improved physical properties
• Lower density, high output
• Low sulfur contamination when  
   exposed to weathering
• Reducing plate out

八 九

T637, T678 Excellent initial stability for high extrusion rate        Potable PVC pipe Methyltin

T178 Excellent external lubricity and 
long-term stability        Potable PVC pipe Butyltin 

T31S Outstanding long-term stability        CPVC pipe Butyltin

Organotin Type

T637, T678 优异的初期稳定性适合高速挤出 PVC 给水管材 甲基锡

T178 优异的外部润滑性和长期稳定性 PVC 给水管材 丁基锡

T31S 极好的长期稳定性 CPVC 管材 丁基锡

有机锡类型

Thermolite® Description Application Field

防热灵稳定剂           特 性  应用领域

防热灵有机锡稳定剂  
(T178, T678, T637, T31S系列等)

• 无毒，可以用于上水管材
• 低用量
• 高光泽
• 高性能
• 制品比重轻，成材率高
• 耐大气硫化污染，不易变色
• 减少析出
• 降低PVC的熔体温度
• CPVC管材和PVC排水管最好选用T31S
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Thermolite® Tin Stabilizers
(T395C, T190A, T191A, T340 etc.)

• Suitable for fitting & pelletizing
• Lead free, non-toxic
• Low dosage
• High gloss
• Improved physical properties

防热灵有机锡稳定剂 
(T395C, T190A, T191A, T340 系列等)

• 适合生产管件和造粒
• 无铅无毒
• 低用量
• 高光泽
• 高性能

Thermolite® Tin Stabilizers
 (C-101, C102 etc.)

• Lubricating properties allow reduction in lubricants
• Can be blended with other organotin compound to  
   improve processing performance
• High transparency
• Synergy with metallic soaps stabilizer
• No sulfur contamination
• Catalyst

防热灵有机锡稳定剂 
(C101, C102等)

• 具有优秀的润滑性
• 可以与其他类有机锡并用改善加工性能
• 有较高的透明性，在软制品加工过程中不易析出
• 与金属皂类并用具有较高的协同效果
• 无硫化污染
• 用作催化剂

Thermolite® Tin Stabilizers for PVC & CPVC Fittings

Tin Stabilizers for Flexible PVC Products 
(Flexible Film, Hose, Sheet, Raincoat, Sandal & PVC Conveyer)

用于PVC软制品
 （软膜、软管、软片、雨衣、凉鞋及PVC输送带等）

用于PVC管件

十 十一



1312

• Non-toxic, ultra low odor, meets all  
  environmental standards, used for  
  UL 70°C - UL 105°C wire & cable

• Meets ROHS, PAHS, REACH and EN71  
  standards via authorized testing laboratories

• 无毒无味的多功能绿色环保产 
  品，应用于UL 70°C - UL 105°C  
  耐热规格的电线电缆制品

• 可以通过ROHS, PAHS,  
   REACH 和 EN71等权部门的检测

Ca/Zn Mixed Metal Stabilizer for UL 70°C - 105°C Wire & Cable 用于UL 70°C ~ 105°C 耐温规格的电线电缆

十三

AW336 No-blooming, good long-term stability and 
process performance

UL 70 - 90

Color and black 
4.0 ~ 5.0

AW300
AW300M

No-booming; balanced Congo-red, initial 
color and long-term stability 

UL 70 - 90

White and color
4.0 ~ 5.0

CZ9124 General grade, good initial color UL 70 - 105 3.0 ~ 6.0

AW601
CZ9372
AW605

Excellent initial color and long-term stability 

Outstanding Congo-red time and color-
holding

UL 90 - 105 

Color and white
4.0 ~ 6.0

AP500 Excellent for transparent product and anti-
copper corrosion property Transparent cable and hose 1.0 ~ 2.0

AW336 无析出性；优异的长期稳定性和加工性
能

UL 70 - 90 
普通有色和深色电线电缆

4.0 ~ 5.0 份

AW300
AW300M

优异的刚果红性能和初期，长期稳定
性，色泽保持性和电性能

UL 70 - 90
有色和白色电线电缆

4.0 ~ 5.0 份

CZ9124 优异初期着色和长期稳定性 UL 70 - 105 通用型稳定剂 3.0 ~ 6.0 份

AW601
CZ9372
AW605

优异的初，长期稳定性和刚果红性能；
电性能良好

UL 105 
有色和白色电线电缆料，汽
车线

4.0 ~ 6.0 份

AP500 优异的透明度和防铜锈性能 透明电线料 1.0 ~ 2.0 份

Typical  
Dosage (phr) 使用量

ROHS: Restriction of Hazardous Substances; UL: Underwriters Lab 

十二

ROHS是对有害物质的限制; UL：美国保险商实验室

Grade           Properties Application 规格       特性    应用领域
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• 无毒无味的多功能绿色环保产品，可用于
注射玩具、半硬或软质压延及医用制品

• 经过权威部门检测可以通过ROHS, PAHS, 
REACH 和 EN71等标准，并且不含有苯酚

• Non-toxic, odorless, meets all environmental 
standards, used for injection molded toys, 
semi-rigid and flexible PVC processing and 
calendering and medical products 

• Meet ROHS, PAHS, REACH and EN71 standard 
and no phenol contained in the formulation via 
authorized testing laboratories

Ca/Zn Mixed Metal Stabilizers for Injection Molded Toys & Calendered Film 用于PVC注射、压延

十四 十五

AW328 Good initial color and great painting 
performance Injection molding 2.0 ~ 3.0 phr

CZ9380, CZ9690 Low dosage; excellent transparency and high 
temperature process durability

Transparent toys, garden hose and 
calendering film 1.0 ~ 2.0 phr

AW300 Excellent initial and long-term stability Soft calendering film 2.0 ~ 3.5 phr

CZ9690M Excellent initial color and transparency 
performance; high external lubricity Rigid calendering film 1.5 ~ 2.0 phr

AW328 良好的初长期稳定性和印刷性 注塑玩具及其它注塑制品 2.0 ~ 3.0 phr

CZ9380, CZ9690 高效稳定性，优异的透明度和耐高温性能 
JHPA认证 透明注射料，套管 压延膜等 1.0 ~ 2.0 phr

AW300 良好的初期和长期稳定性 压延有色膜 2.0 ~ 3.5 phr

CZ9690M 初期白度好，良好透明度 滑性大 硬质压延膜 1.5 ~ 2.0 phr

Typical  
Dosage (phr) 规 格 特 性 应用领域

ROHS: Restriction of Hazardous Substances; UL: Underwriters Lab ROHS:是对有害物质的限制; UL:美国保险商实验室

建议使用量Grade Properties Application
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• Non-toxic, odorless, meets all 
environmental standards, used 
for potable pipe, sewage pipe 
and profile extrusion

Ca/Zn Mixed Metal Stabilizers for Pipe, Profile & 
Other Rigid PVC Applications 用于管材，型材和其他硬质品加工

•无毒无味的多功能绿色环保产品，
可用于生产PVC给排水管，型材等硬
质品挤出

十六 十七

CZP240 Balanced internal and external lubrication 
system; high long-term stability Rigid PVC pipe 2.5 ~ 3.0

CZP260 Excellent long-term stability and weathering 
resistance Rigid PVC profile and sheet 3.5 ~ 4.0

Typical  
Dosage (phr)Grade Properties Application

CZP240 良好的润滑平衡体系，热稳定性和色泽保
持性 硬质管材 2.5 ~ 3.0 phr

CZP260 优异的长期稳定性 及耐候性 硬质型材和板材 3.5 ~ 4.0 phr

建议使用量规 格 特 性 应用领域
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• Good customer service & logistics
• Professional technical service team  
• Our technical service team will be greatly honored  
   to discuss your application requirements

• 完善的客户服务体系及物流网络
• 专业的技术服务团队
• 可以针对客户的使用需求做专业的服务

Customer Service

• Excellent in quality assurance management
• Overall control for the quality of raw material,  
   intermediates and finished products
• Professional performance testing and chemical  
   analysis equipment
• Professional laboratory technicians for quality  
   control and product performance test

质量保证体系Quality Assurance

• 优秀的质量保障体系
• 原料、生产过程及最终产品的全面质量控制
• 专业的产品应用实验人员
• 专业的质量控制分析人员
• 专业的应用检测设备和专业的分析检验设备

十七

客户服务

十八 十九
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北 京 皮 姆 斯 化 学 有 限 公 司

PMC Beijing Chemical Co., Ltd.

Headquarters
Manufacturing Locations


